The main ward has its axis north and south. At its north or corrider end it has a duty-room overlooking the ward, and stores, pantry, clothes shoot, and nurses' closet are close to it. Opposite to the duty-room is a separation ward for two beds. It has cross ventilation, and has a small lavatory and a closet attached to it. Between the duty-room and the separation ward is the entrance to the main ward.
This ward contains 16 beds, and each bed has a window on bath sides of it. At its south end a corridor runs the whole width of the ward. At one end of this are the bath-room and an emergency staircase, and at the other are the closets and another bath-room with lavatory. Between these is a day-room, having three large ?windows facing south. So far as patients' accommodation goes, the first floor is practically a replica of the ground floor, and hence need not be described.
The ward floors are of concrete, supported on iron girders, and will be finished in terazzo. This flooring is cold to the feet of those employed in the ward, but it ensures a smooth, non-absorbing surface, provided it can be kept from cracking. Unfortunately, experience shows that this cracking of the surface is very liable to take place, and it may be doubted ?whether it is better in the end than a well-laid thoroughly -seasoned floor of teak; but it is the fashion at present, and possibly another ten years -will settle the point.
The walls and ceilings will be finished smooth with cement, then painted and varnished.
Heating will be by a low-pressure hot-water system, and this is admirable as an auxiliary, but not as an exclusive system, which should always be radiant heat from an open fire. Natural ventilation will be depended on, the fresh air being admitted on the floor levels and extracting flues on the ceiling levels.
The hospital is intended for accidents only, and most likely male nurses will be employed. 
